EPM—-PTS—-25-321P-E6—CM6—75KVA
Three—Phase — Three Ways per Phase
600 Amp Elliott Air Insulated Bushings

125 Amp (Max)

15.2/26.3 kV Grd. Wye Max Design

60 Hertz, 125 kV BIL

15.5 kV Clip Mounted CL Fuse Provisions
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EPM—-PTS—-25-321P—-E6—CM6—75KVA

Proposed Cable Training and
Typical Pad Requirements
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Alternate #2
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Proposed Cable Training & Pad Requirements
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EPM-PTS—-25-321P-E6—-CM6—75KVA

Three—Phase — Three Ways per Phase
600 Amp Elliott Air Insulated Bushings

125 Amp (Max) 15.5 kV Clip Mounted CL Fuse Provisions
15.2/26.3 kV Grd. Wye Max Design

60 Hertz, 125 kV BIL

[
Elliott
Air Insulated
Bushings
20’7
11.5% i 13~ i
» é L1 Q
27— |I | | |
2101-108.5 25 x 2
nsulators Copper
I | /BUS
#2101—110
. Insulotor\ Code 6 Fuse $1.25"
792 Mounting Conductor
29’7
.
I 75 KVA MAX.
14.4 kV
21”
(@]

Top View of One Phase

EPM—PTS—-25-321P—-E6—CM6—-75KVA
Top View of One Phase

Date: File
09-13-99
o ACM

Drawing No.:

' D99362RO
fopreved B UES

99-362 -3

Elliott Industries, Inc.
Bossier City, Louisiana 71171-6388 U.S.A.

One Line Diagram

vy




